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(57) ABSTRACT

Embodiments of the present invention relate to the field of
communications technologies, disclose a method, an appara-
tus and a system for an access point (AP) to manage a wireless
repeater, and include: receiving an internet protocol (IP)
address request message that includes a domain name of a
repeater to be managed and that is sent by a management
console; parsing the IP address request message to obtain the
domain name of the repeater to be managed; obtaining, from
a domain name management list, an IP address of the repeater
that corresponds to the domain name of the repeater to be
managed, where correspondence between an IP address of a
repeater and domain name information of the repeater is
recorded in the domain name management list; and sending,
to the management console, the IP address of the repeater that
corresponds to the domain name of the repeater to be man-
aged.
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An AP receives an IP address request message that includes a /
domain name of a repeater to be managed and is sent by a
management console
102

The AP parses the IP address request message to obtain the
domain name of the repeater to be managed /

'

The AP obtains an IP address which is of the repeater and 103
corresponds to the domain name of the repeater to be managed /

The AP sends, to the management console, the IP address 104
which is of the repeater and corresponds to the domain name /
of the repeater to be managed
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A repeater sends, to an AP, a report message including an 1P / 201
address and domain name information of the repeater

/ 202
The AP receives the report message sent by the repeater

The AP identifies the IP address and the domain name 203
information of the corresponding repeater from the report /
message

The AP records correspondence between the IP address and the / 204
domain name information in a domain name management list

205
The AP receives an IP address request message that includes a /
domain name of a repeater to be managed and is sent by a
management console
206

The AP parses the IP address request message to obtain the
domain name of the repeater to be managed /

v

The AP obtains an IP address which is of the repeater and 207
corresponds to the domain name of the repeater to be managed /

208

The AP sends, to the management console, the IP address which /
is of the repeater and corresponds to the domain name of the
repeater to be managed
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METHOD, APPARATUS AND SYSTEM FOR
AP TO MANAGE WIRELESS REPEATER

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a continuation of International Appli-
cation No. PCT/CN2011/083937, filed on Dec. 14, 2011,
which claims priority to Chinese Patent Application No.

201010592603.7, filed on Dec. 16, 2010, both of which are !

hereby incorporated by reference in their entireties.

STATEMENT REGARDING FEDERALLY
SPONSORED RESEARCH OR DEVELOPMENT

Not applicable.

REFERENCE TO A MICROFICHE APPENDIX

Not applicable.

TECHNICAL FIELD

The present invention relates to the field of communica-
tions technologies, and in particular, to a method, an appara-
tus and a system for an access point (AP) to manage a wireless
repeater.

BACKGROUND

A repeater (RP) may be used for work of bidirectional
forwarding of signals between two network nodes. By repli-
cating, adjusting, amplifying, resending or forwarding a data
signal, a transmission distance of a network signal is
extended.

With the development of a home broadband service, a
wireless access terminal (e.g., a home gateway and an AP) has
become an indispensable part of a home network. However,
due to presence of factors such as room layout or wall thick-
ness, a coverage area of a wireless signal is small.

Currently, a coverage area of a wireless signal of a home
wireless network may be enlarged through wireless repeater
technology, thereby solving a problem that the coverage area
of the wireless signal is small.

In an existing home wireless network, for a wireless net-
work formed of an AP and a repeater device connected to the
AP, the following method is adopted to manage the repeater.
A different internet protocol (IP) address is manually config-
ured for each repeater device, a management console records
correspondence between each repeater device and an IP
address, and a user manages each repeater through the man-
agement console.

In the foregoing method, a configuration manner between
the repeater device and the IP address is complicated, so
operability is poor.

SUMMARY

Embodiments of the present invention provide a method,
an apparatus and a system for an AP to manage a wireless
repeater, which can implement searching for and managing,
through a domain name, a repeater controlled by an AP, so as
to improve operability.

In order to achieve the foregoing objective, the embodi-
ments of the present invention adopt the following technical
solutions.
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A method for an AP to manage a wireless repeater includes:
receiving an [P address request message that includes a
domain name of a repeater to be managed and that is sent by
a management console; parsing the IP address request mes-
sageto obtain the domain name of'the repeater to be managed;
obtaining, from a domain name management list, an IP
address which is of the repeater and corresponds to the
domain name of the repeater to be managed, where corre-
spondence between an IP address of a repeater and domain
name information of the repeater is recorded in the domain
name management list; and sending, to the management con-
sole, the IP address which is of the repeater and corresponds
to the domain name of the repeater to be managed.

An apparatus for an AP to manage a wireless repeater
includes: a receiving unit configured to receive an IP address
request message that includes a domain name of a repeater to
be managed and that is sent by a management console; a
parsing unit configured to parse the IP address request mes-
sageto obtain the domain name of'the repeater to be managed;
an obtaining unit configured to obtain, from a domain name
management list, an IP address which is of the repeater and
corresponds to the domain name of the repeater to be man-
aged, where correspondence between an IP address of a
repeater and domain name information of the repeater is
recorded in the domain name management list; and a sending
unit configured to send, to the management console, the IP
address which is of the repeater and corresponds to the
domain name of the repeater to be managed.

A system for an AP to manage a wireless repeater includes:
a repeater configured to send, to an AP, a report message
including an IP address and domain name information of the
repeater; the AP configured to identify the IP address and the
domain name information from the report message, record
correspondence between the IP address and the domain name
information in a domain name management list, parse an IP
address request message sent by a management console to
obtain a domain name of a repeater to be managed, obtain,
from the domain name management list, an IP address which
is of the repeater and corresponds to the domain name of the
repeater to be managed, and send, to the management con-
sole, the IP address which is of the repeater and corresponds
to the domain name of the repeater to be managed; and the
management console configured to send, to the AP, the IP
address request message including the domain name of the
repeater to be managed.

In the method, apparatus and system for an AP to manage
a wireless repeater provided by the embodiments of the
present invention, because the AP records correspondence
between an IP address and domain name information of the
repeater controlled by the AP, there is no need to manually
configure a different IP address for each repeater device, and
the repeater is managed in a manner of a domain name, which
improves the operability.

BRIEF DESCRIPTION OF THE DRAWINGS

To illustrate the technical solutions in the embodiments of
the present invention more clearly, accompanying drawings
required for describing the embodiments are briefly intro-
duced in the following. Apparently, the accompanying draw-
ings in the following description are merely some embodi-
ments of the present invention, and persons of ordinary skill
in the art may further obtain other drawings according to these
accompanying drawings without creative efforts.

FIG. 1 is a flow chart of a method for an AP to manage a
wireless repeater according to an embodiment of the present
invention;
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FIG. 2 is a flow chart of an improved method for an AP to
manage a wireless repeater according to an embodiment of
the present invention;

FIG. 3 is a structural diagram of an apparatus for an AP to
manage a wireless repeater according to an embodiment of
the present invention;

FIG. 4 is a structural diagram of an improved apparatus for
an AP to manage a wireless repeater according to an embodi-
ment of the present invention; and

FIG. 5 is a structural diagram of a system for an AP to
manage a wireless repeater according to an embodiment of
the present invention.

DETAILED DESCRIPTION

The technical solutions in the embodiments of the present
invention are described clearly and completely in the follow-
ing with reference to the accompanying drawings in the
embodiments of the present invention. Apparently, the
embodiments to be described are merely part of rather than all
of the embodiments of the present invention. All other
embodiments obtained by persons of ordinary skill in the art
based on the embodiments of the present invention without
creative efforts shall fall within the protection scope of the
present invention.

Anembodiment of the present invention provides a method
for an AP to manage a wireless repeater. As shown in FIG. 1,
the method includes the following steps.

101: An AP receives an IP address request message that
includes a domain name of a repeater to be managed and is
sent by a management console.

When a management operation needs to be performed on a
repeater, for example, when operations, such as configuration
modification, configuration file upgrade and software version
upgrade, need to be performed on a corresponding repeater, a
user may send, to the AP and through the management con-
sole, an IP address request message of the repeater to be
managed. The IP address request message includes domain
name information of the repeater to be managed.

After the management console sends the [P address request
message, the AP receives the IP address request message.

102: The AP parses the IP address request message to
obtain the domain name of the repeater to be managed.

In order to implement searching, according to the domain
name of the repeater to be managed, for an IP address of the
repeater to be managed in a subsequent step, the domain name
of the repeater to be managed needs to be first obtained
through parsing.

103: The AP obtains, from a domain name management
list, the IP address which is of the repeater and corresponds to
the domain name of the repeater to be managed, where cor-
respondence between an [P address of a repeater and domain
name information of the repeater is recorded in the domain
name management list.

The AP obtains, according to the domain name of the
repeater to be managed, the corresponding IP address of the
repeater from the domain name management list in which the
correspondence between the IP address of the repeater and
corresponding domain name information of the repeater is
recorded.

104: The AP sends, to the management console, the IP
address which is of the repeater and corresponds to the
domain name of the repeater to be managed.

The AP sends the obtained IP address of the repeater to the
management console, so that the management console
searches for a corresponding repeater, manages the repeater,
and performs a corresponding management operation.
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In the method for an AP to manage a wireless repeater
provided by this embodiment, because the AP records corre-
spondence between an [P address and domain name informa-
tion of a repeater controlled by the AP, when a user intends to
search, through a domain name, for a corresponding repeater,
the AP can find, from the recorded correspondence between
the IP address and the domain name information of the
repeater, an [P address which is of the repeater and corre-
sponds to the domain name, and transfer the IP address of the
repeater to a management console of the user, and the man-
agement console of the user further searches, according to the
IP address of the repeater, for the corresponding repeater, and
performs a management operation on the repeater.

It is implemented that the user uses a domain name to
search, through the management console, for a corresponding
repeater and performs a management operation on the
repeater. Compared with the prior art, because the AP records
the correspondence between the IP address and the domain
name information of the repeater controlled by the AP, there
is no need to manually configure a different IP address for
each repeater device, and the repeater is managed in a manner
of'a domain name, which improves operability.

As an improvement of this embodiment, an embodiment of
the present invention provides another method for an AP to
manage a wireless repeater. As shown in FIG. 2, the method
includes the following steps.

201: A repeater sends, to an AP, a report message including
an [P address and domain name information of the repeater.

After a repeater device is successtully connected to an AP
through a wireless technology, a reporting module of the
repeater reports an IP address and domain name information
of the repeater to the AP by sending a report message to the
AP. The report message includes the IP address and the
domain name information of the repeater.

In this embodiment, the IP address of the repeater may
include the following three implementation manners.

1. The IP address of the repeater may be a statically set I[P
address of a corresponding repeater, for example,
192.168.1.100. In this situation, a format and a protocol of the
report message sent by the repeater to the AP may be custom-
ized, for example, the report message may be sent over a
hypertext transfer protocol (HTTP), a transmission control
protocol (TCP), or a user datagram protocol (UDP).

2. The IP address of the repeater is an IP address generated
by the repeater according to an IP address segment of the AP
connected to the repeater, for example, 192.168.2.100. In this
situation, a format and a protocol of the report message sent
by the repeater to the AP may be customized, for example, the
report message may be sent over an HI'TP, a TCP, or a UDP
protocol.

3. The IP address of the repeater is an IP address assigned
by the AP connected to the repeater.

Specifically, the repeater needs to support a dynamic host
configuration protocol (DHCP) client (e.g., a protocol which
runs on a client and has a function of obtaining an IP address
from a DHCP) function, and the AP needs to support a DHCP
server function.

After the repeater successfully connects to the AP, the
repeater applies, through a DHCP client, to the AP for an IP
address. In a process of applying for the IP address, the
repeater reports, through an option of the DHCP, the domain
name information of the repeater to the AP at the same time.

Formats of the option and reported information may be
customized, for example, the domain name of the repeater
reported through option60 is Reapeaterl.
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In this embodiment, the domain name information of the
repeater may be set by a manufacturer of the repeater during
production.

202: The AP receives the report message that includes the
1P address and the domain name information of the repeater
and is sent by the repeater.

After the repeater device sends the report message, the AP
receives the report message that includes the IP address and
the domain name information of the repeater and is sent by the
repeater.

203: The AP identifies the IP address and the domain name
information from the report message.

After receiving the report message, the AP identifies the [P
address and the domain name information of the correspond-
ing repeater from the report message.

204: The AP records correspondence between the IP
address and the domain name information in a domain name
management list.

In order to enable the user to search, through a domain
name, for a corresponding repeater and to manage the
repeater, the AP needs to record correspondence between an
IP address and domain name information of a repeater, and
store the correspondence between the IP address and the
domain name information of the repeater in the domain name
management list.

When the user intends to search, through a domain name,
for a corresponding repeater, the AP first finds an IP address
which is of the repeater and corresponds to the domain name,
and the AP transfers the IP address of the repeater to a man-
agement console of the user, and the management console of
the user can search, according to the IP address of the
repeater, for the corresponding repeater and manage the
repeater.

205: The AP receives an IP address request message that
includes a domain name of a repeater to be managed and is
sent by a management console.

When a management operation needs to be performed on a
repeater, for example, when operations, such as configuration
modification, configuration file upgrade and software version
upgrade, need to be performed on a corresponding repeater,
the user may send, to the AP and through the management
console, an [P address request message of the repeater to be
managed. The IP address request message includes domain
name information of the repeater to be managed.

After the management console sends the [P address request
message, the AP receives the IP address request message.

206: The AP parses the IP address request message to
obtain the domain name of the repeater to be managed.

In order to implement searching, according to the domain
name of the repeater to be managed, for an IP address of the
repeater to be managed in a subsequent step, the domain name
of the repeater to be managed needs to be first obtained
through parsing.

207: The AP obtains, from the domain name management
list, the IP address which is of the repeater and corresponds to
the domain name of the repeater to be managed, where cor-
respondence between an [P address of a repeater and domain
name information of the repeater is recorded in the domain
name management list.

The AP obtains, according to the domain name of the
repeater to be managed, the corresponding IP address of the
repeater from the domain name management list in which the
correspondence between the IP address of the repeater and
corresponding domain name information of the repeater is
recorded.
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208: The AP sends, to the management console, the IP
address which is of the repeater and corresponds to the
domain name of the repeater to be managed.

The AP sends the obtained IP address of the repeater to the
management console, so that the management console
searches for a corresponding repeater, manages the repeater,
and performs a corresponding management operation.

In the method for an AP to manage a wireless repeater
provided by this embodiment, because the AP records corre-
spondence between an [P address and domain name informa-
tion of a repeater controlled by the AP, when a user intends to
search, through a domain name, for a corresponding repeater,
the AP can find, from the recorded correspondence between
the IP address and the domain name information of the
repeater, an [P address which is of the repeater and corre-
sponds to the domain name, and transfer the IP address of the
repeater to a management console of the user, and the man-
agement console of the user further searches, according to the
IP address of the repeater, for the corresponding repeater, and
performs a management operation on the repeater.

It is implemented that the user uses a domain name to
search, through the management console, for a corresponding
repeater and performs a management operation on the
repeater. Compared with the prior art, because the AP records
the correspondence between the IP address and the domain
name information of the repeater controlled by the AP, there
is no need to manually configure a different IP address for
each repeater device, and the repeater is managed in a manner
of'a domain name, which improves operability.

As an implementation manner of this embodiment, the IP
address request message may be a domain name service
(DNS) request packet, and a DNS server is disposed at an AP
end.

An embodiment of the present invention provides another
apparatus for an AP to manage a wireless repeater. As shown
in FIG. 3, the apparatus includes: a first receiving unit 31, a
parsing unit 32, an obtaining unit 33 and a sending unit 34.

The first receiving unit 31 is configured to receive an IP
address request message that includes a domain name of a
repeater to be managed and is sent by a management console.
The parsing unit 32 is configured to parse the IP address
request message to obtain the domain name of the repeater to
be managed. The obtaining unit 33 is configured to obtain,
from a domain name management list, an IP address which is
of the repeater and corresponds to the domain name of the
repeater to be managed, where correspondence between an [P
address of a repeater and domain name information of the
repeater is recorded in the domain name management list.
The sending unit 34 is configured to send, to the management
console, the IP address which is of the repeater and corre-
sponds to the domain name of the repeater to be managed.

In the apparatus for an AP to manage a wireless repeater
provided by this embodiment, because the AP records corre-
spondence between an [P address and domain name informa-
tion of a repeater controlled by the AP, when a user intends to
search, through a domain name, for a corresponding repeater,
the AP can find, from the recorded correspondence between
the IP address and the domain name information of the
repeater, an [P address which is of the repeater and corre-
sponds to the domain name, and transfer the IP address of the
repeater to a management console of the user, and the man-
agement console of the user further searches, according to the
IP address of the repeater, for the corresponding repeater, and
performs a management operation on the repeater.
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It is implemented that the user uses a domain name to
search, through the management console, for a corresponding
repeater and performs a management operation on the
repeater.

As an improvement of this embodiment, an embodiment of
the present invention provides another apparatus for an AP to
manage a wireless repeater. As shown in FIG. 4, the apparatus
includes: a second receiving unit 41, an identifying unit 42, a
recording unit 43, a first receiving unit 44, a parsing unit 45,
an obtaining unit 46 and a sending unit 47.

The second receiving unit 41 is configured to receive a
report message that includes an IP address and domain name
information of a repeater and is sent by the repeater. The
identifying unit 42 is configured to identify the IP address and
the domain name information from the report message. The
recording unit 43 is configured to record correspondence
between the IP address and the domain name information in
a domain name management list.

The first receiving unit 44 is configured to receive an IP
address request message that includes a domain name of a
repeater to be managed and is sent by a management console.
The parsing unit 45 is configured to parse the IP address
request message to obtain the domain name of the repeater to
be managed. The obtaining unit 46 is configured to obtain,
from the domain name management list, an IP address which
is of the repeater and corresponds to the domain name of the
repeater to be managed, where correspondence between an [P
address of a repeater and domain name information of the
repeater is recorded in the domain name management list.
The sending unit 47 is configured to send, to the management
console, the IP address which is of the repeater and corre-
sponds to the domain name of the repeater to be managed.

In the apparatus for an AP to manage a wireless repeater
provided by this embodiment, because the AP records corre-
spondence between an IP address and domain name informa-
tion of a repeater controlled by the AP, when a user intends to
search, through a domain name, for a corresponding repeater,
the AP can find, from the recorded correspondence between
the IP address and the domain name information of the
repeater, an [P address which is of the repeater and corre-
sponds to the domain name, and transfer the IP address of the
repeater to a management console of the user, and the man-
agement console of the user further searches, according to the
1P address of the repeater, for the corresponding repeater, and
performs a management operation on the repeater.

It is implemented that the user uses a domain name to
search, through the management console, for a corresponding
repeater and performs a management operation on the
repeater. Compared with the prior art, because the AP records
the correspondence between the IP address and the domain
name information of the repeater controlled by the AP, there
is no need to manually configure a different IP address for
each repeater device, and the repeater is managed in a manner
of'a domain name, which improves operability.

As an implementation manner of this embodiment, in this
embodiment, the IP address of the repeater may include the
following three implementation manners.

1. The IP address of the repeater may be a statically set IP
address of the corresponding repeater, for example,
192.168.1.100.

2. The IP address of the repeater is an IP address generated
by the repeater according to an IP address segment of the AP
connected to the repeater, for example, 192.168.2.100.

3. The IP address of the repeater is an IP address assigned
by the AP connected to the repeater.

Specifically, the repeater needs to support a DHCP client
(e.g., a protocol which runs on a client and has a function of
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8
obtaining an IP address from a DHCP) function, and the AP
needs to support a DHCP server function.

After the repeater successfully connects to the AP, the
repeater applies, through a DHCP client, to the AP for an IP
address. In a process of applying for the IP address, the
repeater reports, through an Option option of the DHCP, the
domain name information of the repeater to the AP at the
same time.

Formats of the option and reported information may be
customized, for example, the domain name of the repeater
reported through option60 is Reapeaterl.

An embodiment of the present invention provides a system
for an AP to manage a wireless repeater. As shown in FIG. 5,
the system includes: a repeater 51, an AP 52 and a manage-
ment console 53.

The repeater 51 is configured to send, to an AP, a report
message including an IP address and domain name informa-
tion of the repeater.

The AP 52 is configured to identify the IP address and the
domain name information from the report message, and
record correspondence between the IP address and the
domain name information in a domain name management
list.

The management console 53 is configured to send, to the
AP, an IP address request message including a domain name
of a repeater to be managed.

The AP 52 parses the IP address request message sent by
the management console to obtain the domain name of the
repeater to be managed; obtains, from the domain name man-
agement list, an [P address which is of the repeater and
corresponds to the domain name of the repeater to be man-
aged, where correspondence between an IP address of a
repeater and domain name information of the repeater is
recorded in the domain name management list; and sends, to
the management console, the IP address which is of the
repeater and corresponds to the domain name of the repeater
to be managed.

In the system for an AP to manage a wireless repeater
provided by this embodiment, because the AP records corre-
spondence between an [P address and domain name informa-
tion of a repeater controlled by the AP, when a user intends to
search, through a domain name, for a corresponding repeater,
the AP can find, from the recorded correspondence between
the IP address and the domain name information of the
repeater, an [P address which is of the repeater and corre-
sponds to the domain name, and transfer the IP address of the
repeater to a management console of the user, and the man-
agement console of the user further searches, according to the
IP address of the repeater, for the corresponding repeater, and
performs a management operation on the repeater.

It is implemented that the user uses a domain name to
search, through the management console, for a corresponding
repeater and performs a management operation on the
repeater. Compared with the prior art, because the AP records
the correspondence between the IP address and the domain
name information of the repeater controlled by the AP, there
is no need to manually configure a different IP address for
each repeater device, and the repeater is managed in a manner
of'a domain name, which improves operability.

As an implementation manner of this embodiment, in this
embodiment, the management console 53 may be connected
to the repeater 51, and may also be connected to the AP 52.

As an implementation manner of this embodiment, an IP
address of the management console, an IP address of the AP,
and the IP address of the repeater may be made IP addresses
of'a same network segment in the following two manners.
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1. The IP address of the management console 53 may be
obtained by the management console 53 from the AP 52 in a
DHCP client manner, and an IP address of a domain name
system (DNS) is the IP address of the AP 52.

2. The IP address of the management console 53 and the [P
address of the AP are statically configured to IP addresses of
a same network segment, and an [P address of a DNS is the [P
address of the AP 52.

Sequence numbers of the foregoing embodiments of the
present invention are merely for description purpose, but do
not indicate the preference of the embodiments.

Persons skilled in the art may understand clearly that the
embodiments of the present invention may be implemented in
a manner of software and a necessary universal hardware
platform. Based on such understanding, the essence of the
technical solutions in the embodiments of the present inven-
tion or the part that makes contributions to the prior art may be
substantially embodied in a form of a software product. The
computer software product may be stored in a storage
medium such as a read-only memory (ROM), a random-
access memory (RAM), a magnetic disk or an optical disk,
and include several instructions to enable a computer device
(e.g., a personal computer, a server or a network device, and
s0 on) to perform the methods described in the embodiments
of the present invention or in some parts of the embodiments
of the present invention.

The foregoing specific embodiments are not intended to
limit the present invention. For persons of ordinary skill in the
art, any modification, equivalent replacement and improve-
ment made without departing from the principle of the
present invention shall fall within the protection scope of the
present invention.

What is claimed is:
1. A method for an access point (AP) to manage a wireless
repeater comprising:
receiving an internet protocol (IP) address request message
that comprises a domain name of a repeater to be man-
aged and that is sent by a management console;
parsing the IP address request message to obtain the
domain name of the repeater to be managed;
obtaining, from a domain name management list, an [P
address of the repeater that corresponds to the domain
name of the repeater to be managed, wherein correspon-
dence between the IP address of the repeater and domain
name information of the repeater is recorded in the
domain name management list; and
sending, to the management console, the IP address of the
repeater that corresponds to the domain name of the
repeater to be managed,
wherein before obtaining the IP address of the repeater, the
method further comprises:
receiving a report message that comprises the I[P address
and the domain name information of the repeater and
that is sent by the repeater;
identifying the IP address and the domain name infor-
mation from the report message; and
recording the correspondence between the IP address
and the domain name information in the domain name
management list.
2. The method according to claim 1, wherein the IP address
is a static IP address of the repeater.
3. The method according to claim 1, wherein the IP address
is an [P address generated by the repeater according to an [P
address segment of the AP connected to the repeater.
4. The method according to claim 1, wherein the IP address
is an IP address assigned by the AP connected to the repeater,
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and wherein the repeater sends the domain name information
through an option of a dynamic host configuration protocol
(DHCP).

5. The method according to claim 1, wherein the IP address
request message is a domain name system (DNS) request
packet.

6. An apparatus for an access point (AP) to manage a
wireless repeater comprising:

a first receiving unit configured to receive an Internet Pro-
tocol (IP) address request message that comprises a
domain name of a repeater to be managed and is sent by
a management console;

a parsing unit configured to parse the IP address request
message to obtain the domain name of the repeater to be
managed;

an obtaining unit configured to obtain, from a domain name
management list, an IP address of the repeater that cor-
responds to the domain name of the repeater to be man-
aged, wherein correspondence between the IP address of
the repeater and domain name information of the
repeater is recorded in the domain name management
list;

a sending unit configured to send, to the management con-
sole, the IP address of the repeater that corresponds to
the domain name of the repeater to be managed;

a second receiving unit configured to receive a report mes-
sage that comprises the IP address and the domain name
information of the repeater and that is sent by the
repeater,

anidentifying unit configured to identify the IP address and
the domain name information from the report message;
and

a recording unit configured to record the correspondence
between the IP address and the domain name informa-
tion in the domain name management list.

7. The apparatus according to claim 6, wherein the IP

address is a static IP address of the repeater.

8. The apparatus according to claim 6, wherein the IP
address is an [P address generated by the repeater according
to an IP address segment of the AP.

9. The apparatus according to claim 6, wherein the IP
address is an IP address assigned by the AP, and wherein the
repeater sends the domain name information through an
option of a dynamic host configuration protocol (DHCP).

10. A system to manage a wireless repeater comprising:

a repeater,

an access point (AP); and

a management console,

wherein the repeater is configured to send, to the AP, a
report message comprising an Internet Protocol (IP)
address and domain name information of the repeater,

wherein the AP is configured to identify the IP address and
the domain name information from the report message,

wherein the AP is configured to record correspondence
between the IP address and the domain name informa-
tion in a domain name management list,

wherein the AP is configured to parse an IP address request
message sent by the management console to obtain a
domain name of the repeater to be managed,

wherein the AP is configured to obtain, from the domain
name management list, the IP address of the repeater that
corresponds to the domain name of the repeater to be
managed,

wherein the AP is configured to send, to the management
console, the IP address of the repeater that corresponds
to the domain name of the repeater to be managed, and
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wherein the management console is configured to send, to
the AP, the IP address request message comprising the
domain name of the repeater to be managed.

11. The system according to claim 10, wherein the man-
agement console is connected to the repeater or the AP.

12. The system according to claim 10, wherein the IP
address of the management console is obtained by the man-
agement console from the AP in a dynamic host configuration
protocol (DHCP) client manner, and an IP address of a
domain name system (DNS) is an IP address of the AP, or
wherein an IP address of the management console and an IP
address of the AP are statically configured to IP addresses of
a same network segment, and an [P address of a DNS is the [P
address of the AP.
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